
Köszönjük, hogy a Flytrap Commercial-t választotta! A P&L 
Systems Ltd európai CE normának megfelelő, feromonnal 
átitatott, különállóan felszerelhető, ragadólapos 
rovarcsapdái széles skálájának egyikét, amely nagy 
teljesítményű UV-csővel van felszerelve.

Mielőtt a készüléket használatba venné, feltétlenül 
olvassa el ezt a használati útmutatót!

Általános ismertető
A Flytrap Commercial olyan modern technológiával 
rendelkező, a repülő rovarok ellen kifejlesztett 
ragadólapos, különálló rovarirtó készülék, amely higiéniai 
szempontból különleges figyelmet igénylő helyiségek 
védelmére szolgál. Három különböző méretben áll 
rendelkezésre, ezek közül három IP65 (por- és fröccsenő 
víznek ellenálló) változatban is. Mindegyik készülék 
alkalmazható falra szerelve, mennyezetre függesztve, 
illetve álló készülékként.

Ez a használati útmutató segíti a készülékek helyes és 
szakszerű üzemeltetését a maximális hatékonyság elérése 
érdekében.

FIGYELEM!
A FLYTRAP COMMERCIAL KÉSZÜLÉK KIZÁRÓLAG 
ROBBANÁSVESZÉLYES GŐZÖKTŐL, GÁZOKTÓL ÉS 
POROKTÓL MENTES TERÜLETEN HASZNÁLHATÓ! HA EZZEL 
KAPCSOLATBAN BÁRMILYEN KÉRDÉSE FELMERÜL, 
FORDULJON A HELYI TŰZOLTÓSÁGHOZ A KÉSZÜLÉK 
BEÜZEMELÉSÉT MEGELŐZŐEN.

A készülék beüzemelése
Ahhoz, hogy az Ön Flytrap Commercial készüléke 
maximális hatékonysággal működjön, az alábbi feltételek 
biztosítása szükséges:
1. A készüléket megfelelő módon kell elhelyezni;
2. Az adott területnek megfelelő modellt használja;
3. 24 órás folyamatos üzemelés szükséges;
4. Az UV csöveket legalább 12 havonta ki kell 
cserélni;
5. A ragadólapot legalább havonta egyszer ki kell 
cserélni.

HA AZ ÜZEMBE HELYEZÉSSEL KAPCSOLATBAN BÁRMILYEN 
KÉRDÉSE MERÜLNE FEL, FORDULJON VILLANYSZERELŐ 
SZAKEMBERHEZ!

Csatlakoztatás a hálózatra
A Flytrap Commercial készülékek a következő elektromos 
forrással működnek:

220V - 240V   ~  50Hz

Csatlakoztatás előtt ellenőrizze, hogy a helyiség 
elektromos hálózatának adati megegyeznek-e a fent 
megadottakkal. A készüléket földelt konnektorba kell 
csatlakoztatni. A készülékek az európai szabványnak 
megfelelő kétvillás, földelt elektromos csatlakozóval 
vannak felszerelve.
FIGYELEM! A KÉSZÜLÉKET FÖLDELNI KELL!

Készülék elhelyezése
A készülék optimális elhelyezése: a megvédendő helyiség 
legsötétebb pontján, távol az ablaktól és bármiféle 
fényforrástól, hogy azok a működést ne zavarják; ne túl 
magasan: ideális esetben a padlótól 2 méter 
magasságban.

Olyan nagylégterű helyiségekben, ahol több készülék 
alkalmazása szükséges, gondoskodjon arról, hogy ezek a 
helyiség különböző pontjain körkörös vonzáskörzettel 
legyenek elhelyezve a maximális hatékonyság elérése 
érdekében.

Ügyeljünk arra, hogy a készülékek által kibocsátott 
fénysugár útját nagyobb tárgyak ne akadályozzák. 
Gondoskodjék arról, hogy a Flytrap Commercial készülék 
UV fénye a megvédendő helyiség minden pontjáról 
látható legyen. 

Az elhelyezéssel kapcsolatban felmerülő kérdéseivel 
forduljon forgalmazójához, illetve a P&L Systems Ltd-hez.

A készülék karbantartása
MIELŐTT A KÉSZÜLÉKEN BÁRMIFÉLE MUNKÁT VÉGEZNE, 
KAPCSOLJA KI ÉS HÚZZA KI A HÁLÓZATI CSATLAKOZÓT!

Ahhoz, hogy a hatékonyság folyamatos legyen, a 
fénycsöveket 9-12 havonta legalább egyszer ki kell 
cserélni. A fénycsövek beszerezhetők a Flytrap 
Commercial forgalmazójától, illetve a P&L System Ltd-től. 
A ragadólapot négyhetente ki kell cserélni.

Kérdéseivel forduljon forgalmazójához, illeteve a P&L 
Systems Ltd-hez.

Garancia
Az Ön Flytrap Commercial készülékére (az UV-csövek 
kivételével) 3 éves garancia érvényes. Az első 12 
hónapban a készüléket ért bármiféle károsodás esetén 
kicseréljük azt. Ha a készülék a 12. és 36. hónap között 
károsodik, a P&L Systems Ltd saját megítélése szerint 
megjavítja vagy kicseréli azt. 

A garancia csak abban az esetben érvényesíthető, ha 
készülékében eredeti P&L Systems kellékekeket alkalmaz.

KÉREM VEGYE FIGYELEMBE, HOGY A GARANCIA AZ 
UV-CSÖVEKRE NEM VONATKOZIK!

A Flytrap Commercial ragadólapos rovarölő készülék használati útmutatója

Flytrap Commercial

FT 30, 40, 80

BRIGHTER HYGIENE SOLUTIONS

Forgalmazza: TREND-MARKETING Kft.
Iroda: 1016 Budapest, Czakó u. 7.
Email: info@trendmarketing.hu
Mobil: +36 (70) 672 4572



A készülék tisztítása
MIELŐTT A KÉSZÜLÉKET MEGTISZTÍTANÁ, KAPCSOLJA KI ÉS 
VÁLASSZA LE AZT A  HÁLÓZATRÓL.

A készülék tisztítása függ attól, hogy milyen környezetben 
használják. Általános szabályként havi egyszeri tisztítás 
célszerű.

A gépből először vegye ki az elhasznált ragadólapot, majd 
a készüléket nedves törlőkendővel törölje le, eltávolítva 
ezzel az esetleges por-, illetve zsírréteget. A Flytrap 
Commercial gépek korróziómentes fémötvözetből illetve 
rozsdamentes acélból készülnek, ezért éveken keresztül 
kitűnő állapotukat megőrzik.

Fénycső csere  -  MIELŐTT A CSÖVEKET KICSERÉLNÉ, 
KAPCSOLJA KI A KÉSZÜLÉKET ÉS VÁLASSZA LE AZT A 
HÁLÓZATRÓL.
AZ ELEKTROMOS ÁRAM AUTOMATIKUSAN KIKAPCSOL, AMINT 
A GYŰJTŐTÁLCÁT KIHÚZZA A GÉPBŐL.

Távolítsa el először a használt ragadólapot, a csövet 
finoman csavarja meg, ahogy az alábbi ábrán látható, 
majd egy könnyed mozdulattal óvatosan távolítsa el az 
UV-fénycsövet az aljzatból. Ezután tegye be az új 
fénycsövet és helyezze be az új ragadólapot.

Ragadólap cseréje - Cserénél először húzza ki a gépből a 
használt ragasztólapot, és gondoskodjon annak 
szemétgyűjtőben történ helyezéséről. Az új ragasztólapról 
távolítsa el a védőfóliát és helyezze azt a rovarcsapdába, 
tapadó felülettel befelé. Ezt a műveletet legalább havonta 
egyszer ismételje meg.

Pótalkatrészek

Leírás  FT30 FT40 FT80

UV-cső  2 x I616 2 x I618 2 x I662

Ragadólap (6db) INF057 INF058 INF058

Felfüggesztési lehetőségek

Falra    Falra diszkréten   Mennyezetről logatva 

(Recommended)       (a lánc nem tartozék)

Felfüggesztési pontok

Leírás  FT30 FT40 FT80

Fali  305mm 458mm 458mm

Diszkrét  305mm 458mm 458mm

Logatott  506mm 668mm 668mm

P&L SYSTEMS LTD
19 Halfpenny Lane
Knaresborough
North Yorkshire
HG5 0PS

BRIGHTER HYGIENE SOLUTIONS

T - 01423 861226
F - 01423 863497
E   - info@pandl.co.uk
W - www.pandlsystems.com

Forgalmazza: TREND-MARKETING Kft.
Iroda: 1016 Budapest, Czakó u. 7.
Email: info@trendmarketing.hu
Mobil: +36 (70) 672 4572



In accordance with the following Directive(s):

P+L Systems Ltd declare that:

Flytrap Commercial 30, 40 & 80

(ZF002, ZF003 & ZF038)

conform with the applicable requirements of the following documents:

I hereby declare that the equipment named above has been designed to comply with the 

relevant sections of the above referenced specifications.

The units complies with all applicable Essential Requirements of the Directives.

EC DECLARATION OF CONFORMITY
(In accordance with EN ISO 17050-1:2004)

EN 60598-1 2004  Luminaires - Safety

    (Part 1: General Requirements)

    +A1 2006

EN 60598-2-4 1998  Luminaires - Safety

    (Part 2: Particular requirements for portable

    general purpose luminaires)

EN 55015 2006  Electrical lighting and similar equipment

    +A1 2007, +A2 2009   

2006/95/EC  Low Voltage Directive

2004/108/EC Electromagnetic Compatibility Directive

Signed_______________________  Date______________________

 Peter Mangion

 Managing Director

27/01/10

P+L Systems Ltd  |  Ten St James Business Park  |  Grimbald Crag Court  |  Knaresborough  |  HG5 8QB  |  UK

T +44 (0)800 988 5359  |  F +44 (0)1423 863 497  |  W www.pandlsystems.com  |  www.timemisteurope.com  |  E info@pandlsystems.com

Registered in England, Company No. 01576542  |  VAT No. 392192440

10

R3 01/10





 

 

Statement of Shatterproof Sleeving 
 

 

Pelsis declare that all of our shatterproof lamps are coated in Fluorinated Ethylene Propylene 

(FEP), a high molecular weight fluoroplastic material, which provides the optimum protection 

against contamination of sensitive areas in the event of lamp breakage.  The FEP coating 

allows for up to 96% UV-A transmission, retains it structural integrity with prolonged exposure 

to a UV-A source and will not discolour over a 12 month period. 

 

Our UV lamps are processed by industry leading fluorescent lamp sleeving partners, to satisfy 

the requirements of food sensitive applications as stated within HACCP guidelines. 

 

All shatterproof lamps supplied by Pelsis conform to the demands of EN 61549:2003+A2:2010 - 

the ‘Fragment Retention’ standard for sleeving of lamps.  A Pelsis shatterproof tube can be 

identified by the addition of a single silver band present on the tube, as shown in the picture 

below. 

 

 

 
 

 

 

 

31/03/2020 

 

 

 

Tony Wilson 

 

Compliance Engineer 

 



TL-D fogyasztói
termékek

TL-D 15W/840 1PP/10

The lamp can be operated in existing TL-D luminaire and is available in a wide range

of wattages and colors.

Figyelmeztetések és biztonság
• Nagyon valószínűtlen, hogy egy lámpa eltörése károsítaná az egészségét. Ha eltörik egy lámpa, szellőztesse a szobát 30 percig,

és cserélje ki az alkatrészt, lehetőleg kesztyűben. Tegye a törött lámpát lezárt műanyag zacskóba, és vigye a helyi

hulladékfeldolgozóba újrahasznosításra. Ne használjon porszívót.

Termék adatok

Általános információ

Fejelés - foglalat G13 [Medium Bi-Pin Fluorescent]

Fényárammérési referencia Sphere

Élettartam az 50%-os meghibásodási arányig

(névleges)

15 000 h

 

Technikai adatok

Színkód 840 [CCT of 4000K]

Fényáram 1 000 lm

Fényhasznosítás (névleges) (névleges) 67 lm/W

Színmegjelölés Hideg fehér (CW)

Színérték X koordinátája (névleges) 0,38

Színérték Y koordinátája (névleges) 0,38

Korrelált színhőmérséklet (névl.) 4000 K

Színvisszaadási index (CRI) 82

 

Működtetés és elektronika

Teljesítményfelvétel 15,5 W

Fényforrás árama (névleges) 0,335 A

 

Vezérlők és fényerő-szabályozás

Szabályozható Igen

 

Mechanika és tokozás

Fényforrásbúra formája T8

 

Tanúsítvány és alkalmazási területek

Energiafogyasztás kWh/1000 óra 16 kWh

EPREL-regisztrációs szám 423409

Energiatakarékossági osztály G

Higanytartalom (Hg) (névleges) 1,7 mg

 

Termékadatok

A termék megrendelési neve TL-D 15W/840 1PP/10

Teljes terméknév TL-D 15W/840 1PP/10

Full EOC 871150062260025

Datasheet, 2023, Április 17 az adatok változhatnak
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Rendelési kód 62260025

Cikkszám (12NC) 927922284066

Nettó tömeg (darab) 56,570 g

EAN/UPC – termék/csomagolás 8711500622600

Számláló – csomag külső dobozonként 10

EAN/UPC – gyűjtőcsomagolás 8711500622730

Méretezett rajza

Product D (max) A (max) B (max) B (min) C (max)

TL-D 15W/840 1PP/10 28 mm 437,4 mm 444,5 mm 442,1 mm 451,6 mm

Fotometriai adatok
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Spectral Power Distribution Colour - TL-D 15W/840 1PP/10
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TL-D fogyasztói termékek
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   EC-Declaration of Conformity 

 

 
Page number: 1 / 1 

 

www.philips.com 

 

Manufacturer or 
representative: 

Philips Lighting 
GBU HID L&S 
Mathildelaan 1 
5611 BD Eindhoven 
The Netherlands 

Document number: 

TFLDE 

Brand name PHILIPS Date: 2012-09-26 
Expire date : 2014-09-26 

Product (range): Tubular Fluorescent Double Ended Lamps   

 
Product type: Actinic TL, Actinic TL-D, Actinic TL-DK Actinic TL-K 

Lumen TL (col/50/51/52/88/89/965)    
Lumen TL5 (col/50/51/52/88/89/965)    
Lumen TL-A (col/50/51/52/88/89/965)   
Lumen TL-D (col/50/51/52/88/89/965)  
TUV T5, TUV TL-D    
UVA TL (/03 /09 /10) UVA TL Mini (/10) UVA TL RS (/09 /10) UVA TL-D ( /10) 
UVA TL-K (/09 /10)  
UVB TL (/01 /12) UVB TL RS (/01 /12)   
 

 
The product range is in conformity with the requirements of the following European directives: 
 

Safety Low Voltage Directive 

European Directive 2006/95/EC, date of issue 12 December 2006 

And its relevant harmonized 
European Standards 

EN 61195:1999 + Amendments 

  

Additional Qualifications  

 
The factory is certified in accordance with: 

 Quality Management System ISO9001:2008 

 Environmental Management System ISO 14001 

 Occupational Health & Safety Management System OHSAS 18001 

 

Signature: 
 
 

 
 

Name: Greg Nelson Hans Bellemans 

Function: Global Technology Manager HID L&S Quality Manager HID L&S 

Contact address: Mathildelaan 1 
5611 BD Eindhoven 
The Netherlands 

Mathildelaan 1 
5611 BD Eindhoven 
The Netherlands 

Date: 2012-09-26 2012-09-26 
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SAFETY DATA SHEET
According to EC 1907/2006 (REACH)

Date last verification : 2017-03-20
Revision date : 2013-01-11
Publication date : 2012-09-10

Version number : 3.3

SECTION 1: Identification of the substance/mixture and of the company/undertaking
1.1. Product identifier

SDS : 28256
Product code 12nc : 9280 247 01029
Supplier : PHILIPS LIGHTING, EINDHOVEN

High Tech Campus 44
5656 AE  Eindhoven
The Netherlands

Tradename : ACTINIC BL TL-D 15W/10 SECURA 1SL/25

1.2. Relevant identified uses of the substance or mixture and uses advised against
General description : INSECT TRAP / BLUE LIGHT THERAPY
Use : Various
Uses advised against : Data not available.

1.3. Details of the supplier of the safety data sheet
Supplier safety data sheet : Philips Electronics Nederland B.V., P.O. Box 218, 5600 MD Eindhoven, Tel. +31 (0)40 2747588
Responsible department : dangerous.goods@philips.com

1.4. Emergency telephone number
Emergency telephone number : +31 (0)497-598315

SECTION 2: Hazards identification
2.1. Classification of the substance or mixture

GHS: (EC) No 1272/2008
Not classified according to GHS classification.

EC: (EC) No 67/548 or 1999/45
Not classified according to EC classification.

2.2. Label elements
GHS: (EC) No 1272/2008

GHS-Label : not applicable

Remarks on GHS-labelling none

EC: (EC) No 67/548 or 1999/45
EC-Label : not applicable

Remarks on EC-labelling none

2.3. Other hazards
If applicable: see section 6.1 and section 7.1.

SECTION 3: Composition/information on ingredients

Component CAS-no.
EC-no.

Index No.
Registration no. Percentage(%) GHS-Label

EC-Label

GLASS 65997-17-3 
266-046-0 

 
01-2119990048-30 
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Component CAS-no.
EC-no.

Index No.
Registration no. Percentage(%) GHS-Label

EC-Label
MERCURY 7439-97-6 

231-106-7 
080-001-00-0 
01-2119548380-42 

GHS06
GHS08
GHS09
H330 Acute tox. 2
H360D Repr. 1B
H372 STOT RE 1
H400 Aquatic acute 1
H410 Aquatic chronic 1
 T+,N;R: 61 26 48/23 50/53
Repr.Cat. 2

TUNGSTEN 7440-33-7 
231-143-9 

 
01-2119488910-30 

 

METALS  
 

 
 

 

FILLING GAS  
 

 
 

GHS04
H280 Press. gas -

compressed
EUHP99 Asphixiant
 R: 99

FLUORESCENT POWDER  
 

 
 

 

CAPPING CEMENT  
 

 
 

 

For the full text of the H-sentences, hazard statements and R-sentences mentioned in this section, see section 16.

SECTION 4: First aid measures
4.1. Description of first aid measures

Skin : Not applicable.
Ingestion : Not applicable.
Inhalation : Not applicable.
Eyes : Not applicable.

4.2. Most important symptoms and effects, both acute and delayed
Skin local : Not applicable.

general : Not applicable.
Ingestion local : Not applicable.

general : Not applicable.
Inhalation local : Not applicable.

general : Not applicable.
Eyes local : Not applicable.

Remarks symptoms : None

4.3. Indication of any immediate medical attention and special treatment needed
None

SECTION 5: Firefighting measures
5.1. Extinguishing media

Suitable fire-extinguisher

determined by surrounding

Unsuitable fire-extinguisher

not traceable

5.2. Special hazards arising from the substance or mixture
Hazardous decomposition products in fire : silicon dioxide, mercury oxides, metal oxide, tungsten oxides

5.3. Advice for firefighters
In the event of fire, wear protective clothing and use breathing apparatus that is independent of the ambient air.
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SECTION 6: Accidental release measures
6.1. Personal precautions, protective equipment and emergency procedures

Precautions
Use protective equipment. See section 8.

Emergency procedure
Is not to be expected.

6.2. Environmental precautions
Remainder material or uncleaned empty packagings have to be incinerated in a proper installation or dumped on an approved landfill, in
accordance with local and national legislation.

6.3. Methods and material for containment and cleaning up
Spillage procedure

Not applicable if lamp is in original state. If lamp is broken: clear up using special mercury vacuum cleaner or other appropriate agent for
preventing vaporisation. Take standard measures for clearing up broken glass and deposit in a lockable container.

6.4. Reference to other sections
See section 8 for appropriate personal protection.
See section 13 for additional information on waste treatment.

SECTION 7: Handling and storage
7.1. Precautions for safe handling

Observe label precautions.

Local exhausting : Under normal circumstances not applicable.

Storage code (on behalf of PGS
15)

: CT3

7.2. Conditions for safe storage, including any incompatibilities
Storage conditions : See also any precautionary statements and S-phrases in section 2.2.

No special precautions.

7.3. Specific end use(s)
Data not available.

SECTION 8: Exposure controls/personal protection
8.1. Control parameters

Exposure limits :

applicable to:     The Netherlands (20 ºC; 1013 mbar)
No TWA has been laid down. GLASS
TWA(8 hours): 0.02 mg/m3 MERCURY (Statutory threshold limit value)
No TWA has been laid down. TUNGSTEN
No TWA has been laid down. METALS
No TWA has been laid down. FILLING GAS
No TWA has been laid down. FLUORESCENT POWDER
No TWA has been laid down. CAPPING CEMENT

applicable to:     Belgium (20 ºC; 1013 mbar)
TWA(8 hours): 0.02 mg/m3 MERCURY
TWA(8 hours): 5 mg/m3 TUNGSTEN
TWA(15 minutes): 10 mg/m3 TUNGSTEN

applicable to:     Germany (20 ºC; 1013 mbar)
TWA(8 hours): 0.1 mg/m3 S MERCURY(Women in the fertile age: consult the industrial

safety officer.)
TWA(8 hours): 5 mg/m3 TUNGSTEN(as inhalable dust)

applicable to:     United States of America (25 ºC; 1013 mbar)
TWA(8 hours): 0.025 mg/m3 S MERCURY(Women in the fertile age: consult the industrial

safety officer.)
TWA(8 hours): 5 mg/m3 TUNGSTEN
TWA(15 minutes): 10 mg/m3 TUNGSTEN

applicable to:     Sweden (20 ºC; 1013 mbar)
TWA(8 hours): 5 mg/m3 TUNGSTEN(as dust)
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applicable to:     Switzerland (20 ºC; 1013 mbar)
TWA(8 hours): 0.05 mg/m3 MERCURY(fume)
TWA(15 minutes): 0.4 mg/m3 MERCURY(fume)

applicable to:     China (20 ºC; 1013 mbar)
TWA(8 hours): 0.02 mg/m3 S MERCURY
TWA(15 minutes): 0.04 mg/m3 S MERCURY
TWA(8 hours): 5 mg/m3 TUNGSTEN
TWA(15 minutes): 10 mg/m3 TUNGSTEN

applicable to:     European Union (20 ºC; 1013 mbar)
TWA(8 hours): 0.02 mg/m3 MERCURY

C=Ceiling; S=Skin

Remarks exposure limits :
none

DNEL (Derived No Effect Level)
Worker - Inhalation - Long term exposure - Systemic effects: 0.02 mg/m3 MERCURY

Source : Chemicalcards
Worker - Inhalation - Long term exposure - Systemic effects: 5.8 mg/m3 TUNGSTEN

Source : ECHA
Worker - Dermal - Long term exposure - Systemic effects: 1.7 mg/kg bw/day TUNGSTEN

Source : ECHA
Consumer - Inhalation - Long term exposure - Systemic effects: 1.7 mg/m3 TUNGSTEN

Source : ECHA
Consumer - Dermal - Long term exposure - Systemic effects: 0.480 mg/kg bw/day TUNGSTEN

Source : ECHA
Consumer - Oral - Long term exposure - Systemic effects: 0.480 mg/kg bw/day TUNGSTEN

Source : ECHA

PNEC (Predicted No Effect Concentration)
Fresh water: 0.000057 mg/l MERCURY Source : Chemicalcards

Marine water: 0.000067 mg/l MERCURY Source : Chemicalcards

Fresh water: 0.338 mg/l TUNGSTEN Source : ECHA

Marine water: 0.0338 mg/l TUNGSTEN Source : ECHA

Intermittent releases: 0.310 mg/l TUNGSTEN Source : ECHA

Sewage Treatment Plant (STP): 5.86 mg/l TUNGSTEN Source : ECHA

Fresh water sediment: 960 mg/kg TUNGSTEN Source : ECHA

Marine water sediment: 96 mg/kg TUNGSTEN Source : ECHA

Soil: 2.17 mg/kg TUNGSTEN Source : ECHA

Oral (food): 11 mg/kg TUNGSTEN Source : ECHA

8.2. Exposure controls
Advised personal protection :

Hands : not applicable
Breakthrough time : not applicable
Eyes : not applicable
Inhalation : not applicable
Skin : none (when used normally)

SECTION 9: Physical and chemical properties
9.1. Information on basic physical and chemical properties

Physical state : article
Colour : type dependent
Odour : odourless
Odour threshold (20ºC; 1013 mbar) : not traceable
pH : not applicable
Melting point/range : >480 ºC
Boiling point/range : not traceable
Flash point/range : not applicable
Vapor rate/range : not applicable
Flammability (solid, gas) : data not available
Explosive limits : not applicable
Vapour pressure : not applicable
Density : not traceable
Solubility in water : not applicable
Log Po/w : 4.5 MERCURY Source : Chemicalcards
Autoignition temperature : not applicable
Decomposition temperature : not traceable
Viscosity : not applicable
Dust explosions possible in air : not applicable
Oxidising properties : no

9.2. Other information
Solubility in fat : not applicable
Electrostatic chargement : not traceable
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SECTION 10: Stability and reactivity
10.1. Reactivity

See section 10.2 - 10.6.

10.2. Chemical stability
The substance or mixture is stable under normal conditions. See also section 10.4.

10.3. Possibility of hazardous reactions
Reactions with water : no

Other hazardous conditions : Data not available.

10.4. Conditions to avoid
Data not available.

10.5. Incompatible materials
Hazardous reactions with : none

10.6. Hazardous decomposition products
Hazardous decomposition products at heating : none

SECTION 11: Toxicological information
11.1. Information on toxicological effects

Acute oral toxicity
LD-50: >2.0 g/kg (ORL-RAT) TUNGSTEN Method : OECD 401

Source : Supplier

Acute dermal toxicity
LD-50: >2.0 g/kg (SKN-RAT) TUNGSTEN Method : OECD 402

Source : Supplier

Acute inhalation toxicity
LC-50: >5.4 mg/l/4H (IHL-RAT) TUNGSTEN Method : OECD 403

Source : Supplier

Ames test
not traceable

Skin corrosion/irritation
The substance or mixture is not classified for skin corrosion/-irritation.

Serious eye damage/irritation
The substance or mixture is not classified for serious eye damage/irritation.

Respiratory or skin sensitisation
The substance or mixture is not classified for respiratory or skin sensitisation.

Germ cell mutagenicity
The substance or mixture is not classified for germ cell mutagenicity.

Carcinogenicity
The substance or mixture is not classified for carcinogenicity.

Additional information regarding carcinogenicity (NTP, IARC, OSHA)
NTP: no IARC: no OSHA: no GLASS
NTP: no IARC: 3 OSHA: no MERCURY
NTP: no IARC: no OSHA: no TUNGSTEN

Reproductive toxicity
The substance or mixture is not classified for reproductive toxicity.

Specific target organ toxicity-single exposure
The substance or mixture is not classified for specific target organ toxicity-single exposure.

Specific target organ toxicity-repeated exposure
The substance or mixture is not classified for specific target organ toxicity-repeated exposure.

Aspiration hazard
The substance or mixture is not classified for aspiration hazard.

Symptoms
Skin local : Not applicable.

general : Not applicable.
Ingestion local : Not applicable.
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general : Not applicable.
Inhalation local : Not applicable.

general : Not applicable.
Eyes local : Not applicable.

Remarks symptoms : None

SECTION 12: Ecological information
12.1. Toxicity

Ecotoxicity
LC-50: 0.004 mg/l/96H (Fish) MERCURY Source : Easi View
EC-50: 0.0052 mg/l/48H (Daphnia) MERCURY Source : ChemDat (Merck)
IC-50: 0.3 mg/l/72H (Algae) MERCURY Source : Easi View

12.2. Persistence and degradability
Biological oxygen demand : not traceable
Chemical oxygen demand : not traceable
Biological/chemical oxygen
demand ratio

: not traceable

Degradability : not traceable

12.3. Bioaccumulative potential
Bioconcentration factor
(BCF)

: >2500 MERCURY Source : Supplier

Log Po/w : 4.5 MERCURY Source : Chemicalcards

12.4. Mobility in soil
Henry Constant : not traceable

12.5. Results of PBT and vPvB assessment
Data not available.

12.6. Other adverse effects
Remarks on ecotoxicity : none

SECTION 13: Disposal considerations
13.1. Waste treatment methods

Remainder material or uncleaned empty packagings have to be incinerated in a proper installation or dumped on an approved landfill, in
accordance with local and national legislation.

SECTION 14: Transport information
14.1. UN number

ADR/RID : 3506
IMDG/IMO : 3506
IATA/ICAO : 3506

Remarks ADR/RID : This product is not subject to the transportation regulations of dangerous goods by road (ADR) based
on special provision 366 (<1 kg mercury per article).

Remarks IMDG/IMO : This product is not subject to the transportation regulations of dangerous goods by sea (IMDG) based
on special provision 366 (<1 kg mercury per article).

* Remarks IATA/ICAO : For transport exemptions consult IATA special provisions A48, A69 and A191.

14.2. UN proper shipping name
ADR/RID : MERCURY CONTAINED IN MANUFACTURED ARTICLES
IMDG/IMO : MERCURY CONTAINED IN MANUFACTURED ARTICLES
IATA/ICAO : MERCURY CONTAINED IN MANUFACTURED ARTICLES

14.3. Transport hazard class(es)
ADR/RID : 8 (6.1) IMDG/IMO : 8 (6.1) IATA/ICAO : 8 (6.1)

14.4. Packing group
ADR/RID : none IMDG/IMO : none IATA/ICAO : none
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14.5. Environmental hazards
Marine pollutant : no

14.6. Special precautions for user
Hazard identification number (ADR/RID) : none
EmS (IMDG/IMO) : F-A, S-B

14.7. Transport in bulk according to Annex II of Marpol and the IBC Code
Data not available.

SECTION 15: Regulatory information
15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture

- Articles are exempted from the Toxic Substances Control Act Inventory (TSCA-USA).

15.2. Chemical safety assessment

- Data not available.

SECTION 16: Other information
Remarks on SDS : Working of this product may release toxic dust.

Toxic mercury vapours can be released if the lamp is broken.
These lamps emit Ultraviolet Radiation (UV). Avoid prolonged exposure.
The product contains 5.0 mg mercury.

Overview relevant H-sentences from all components in section 3

H280 Contains gas under pressure; may explode if heated.
H330 Fatal if inhaled.
H360D May damage the unborn child.
H372 Causes damage to organs through prolonged or repeated exposure.
H410 Very toxic to aquatic life with long lasting effects.
EUHP99 Suffocating in high concentrations.

Overview relevant hazard statements from all components in section 3

N DANGEROUS FOR THE ENVIRONMENT
T+ VERY TOXIC

Overview relevant R-sentences from all components in section 3

26 Very toxic by inhalation.
48/23 Toxic: danger of serious damage to health by prolonged exposure through inhalation.
50/53 Very toxic to aquatic organisms, may cause long-term adverse effects in the aquatic environment.
61 May cause harm to the unborn child.
99 Suffocating in high concentrations.

Training advice

Provide adequate information, instruction and training for operators.

A key or legend to abbreviations and acronyms used in the safety data sheet

REACH Registration, Evaluation and Authorisation of CHemicals
GHS Globally Harmonised System of Classification and Labelling of Chemicals
CAS Chemical Abstracts Service
TGG = TWA Time Weighted Average
LEL Lower Explosive Limit
UEL Upper Explosive Limit
NTP National Toxicology Program
KHC Known Human Carcinogen
RAHC Reasonably Anticipated Human Carcinogen
IARC International Agency for Research on Cancer
OSHA Occupational Safety & Health Administration
ADR Accord européen relatif au transport international des marchandises Dangereuses par Route
RID Règlement concernant le transport international ferroviaire des marchandises dangereuses
UN United Nations
IMDG International Maritime Dangerous Goods
IMO International Maritime Organization
IATA International Air Transport Association
ICAO International Civil Aviation Organization
EmS Emergency Schedule
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* Point to alterations with regard to the previous version.
The information provided in this Safety Data Sheet is believed to be correct as of the date issued. Philips Electronics Nederland B.V. makes no warranty as to its contents, nor as to its fitness for any
particular purpose or use.
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